
POST PEELERS 
Post Peelers ROBOPEL 

ROBOPEL250 ROBOPEL 150 

TECHNICAL CHARACTERISTICS 

ROBOPEL 150 

• Great efficiency thanks 
to a disc fitted with 6 
cutting knives. Knives can 
be re-sharpened. 

• Drive of the disc by the PTO 540 rpm
or electro-hydraulic unit in option. 

• Peels all sorts of round and split 
woods: chestnut, acacia, oak ... 

• Semi-automatic peeling for ROBOPEL 
250. 

- STANDARD EQUIPMENT 

MODELS 

Linkage 

Minimum post diameter 

Maximum post diameter 

Work dimensions (L x W x HJ 

Transport dimensions (L x W x HJ 

Disc speed 

Number of cutting knives 

Weight 

• Exhaust blower for the woodchips with adjustable neck (360°). 

• Post support. 

• Protection grid . 

• Hydraulic set for speed and bark -peeling pressure (ROBOPEL 250). 

ROBOPEL 150 ROBOPEL 250 

3-point linkage cat . N° 2 

40mm 

150 mm 250 mm 

0.84 ( 1.09 mixed) x 1.89 x 1.94 m 1.42 X 2.39 X 2.60 m 

0.84 ( 1.09 mixed) x 1.62 x 1.94 m -
1500 rpm 

6 

175 kg (205 kg mixed) 585 kg 

Disc on ROBOPEL 250 Disc on RO BO PEL 150 


